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Surface Drilling Rigs
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Company Prﬂﬁle Xcm SOLID TO SUCCEED

Xuzhou Construction Machinery Group Co., Ltd. (XCMG) was founded in 1943. Since then, XCMG has
stood at the foreront of the Chinese construction machinery industry and developed into one of the domestic
industry's largest. most influential, and most competitive enterprise groups with the most complete product
varieties and series.

XCMG is the 3rd largest construction machinery company in the world. It is ranked 65th in the list of
China's Top 500 Companies, 44th in the list of China's Top 100 Manufacturing Enterprises, and 2nd in the list
of China's Top 100 Machinery Manufacturers. XCMG is dedicated to its core value of "Taking Great
Responsibities, Acing With Great Morals, and Making Great Achievements" and its corporate spirit of being
"Rigorous, Practical Progressive, and Creative" in order to keep moving towards its ultimate goal of becoming a
leading world-class enterprise capable of creating real value.

XCMG Foundation Construction Machinery Business Division is one of the five pillar sectors of XCMG
focusing on the rescarch, development, manufacturing and sales of piling machinery, trenchless machinery,
underground mining machinery, tunneling machinery, and resource drilling machinery, providing customers
with comprehensive solutions. It accelerates the intellectualized reconstruction and digital transformation, and
has built a thousand-mu new base for intelligent manufacturing to form a world-class industry cluster of
foundation construction machincry. At present, XCMG trenchless machinery ranks first in the world and XCMG
piling machinery is in the first class. Its various types of products have been exported to more than 80 countries

and regions.
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XQZ Series Surface DTH Drilling Rigs

X‘m SOLID TO SUCCEED

XQZ130 down-the-hole drill is an integrated
down-the-hole drill developed for various non-metal
mines such as quarries, limestone mines, and coal
mines. It uses dedicated crawler site, the pitch
attitude is adjustable and has good passability;
Equipped with Jiuyi two-stage screw air compressor,
it has strong air supply and high reliability;
Equipped with XCMG X-eco drilling expert system,
it has fast drilling speed, low fuel consumption, and
comfortable operation, which can meet the drilling
needs of small diameter blasting holes. Drilling
diameter range ¢ 90~ ¢ 130mm, maximum drilling
depth of 28m.

XQZ130 Transport dimensions

Hole range & depth

Drilling diameter $90- 4130
Mazx. hole depth m 28
Drilling pipes /  76( ¢ 68) x 4000
Number of pipes Pcs 6+1
Impactor / 4" (3")

Engine

Model / Cummuns QSL8.9-C325
Rated power kW 242

Fuel tank capacity L 500

Air compressor

Model i JIUYT two-stage screw type
Rated air flow m’/min 16.9

Mazx. air pressure bar 20

Air compressor oil volume L 63
Hydraulic system

Max. working pressure of main pump bar 250

Main pump flow L/min 87 +87
Auxiliary pump flow L/min 50 +40+40
Hydraulic o1l tank capacity L 320
Electrical system

Voltage v 24
Batteries / 2 %12V, 180 Ah
Filter area m? 20
Number of filter elements Pcs 20

Feed

Feed mode / motor + chain
Stroke mm 4550
Total length mm 7750
Mazx. pulling force kN 31

Max. feed force kN 15

Max. feed rate m/'s 09
Rotary head

Max. Torque N-m 2865
Mazx. rotation speed Ipm 110

Mazx. traveling speed km/h 3.2

Mazx. climbable gradient e 25

Track shoe width mm 350

Overall track width mm 2410

Overall track ler mm 3360

Noise limits dB <85

Safety certification / FOPS
Air-conditioning / Standard heating and cooling
Seat / Adjustable/Seat heating
Transport dimensions (L*W¥*H) mm 9980 x 2500 = 3300
Weight (with standard configuration) t 17

XQZ130 Working dimensions



XQZ Series Surface DTH Drilling Rigs

Xcm SOLID TO SUCCEED

XQZ152 down-the-hole drill

down-the-hole drilling rig developed for various

is an integrated

non-metal mines such as quarries, limestone mines,
and coal mines. It uses dedicated crawler site, the
pitch attitude is adjustable and has good passability;
Equipped with Atlas two-stage screw air
compressor, it has strong air supply and high
reliability; Equipped with XCMG X-eco drilling
expert system, it has fast drilling speed, low fuel
consumption, and comfortable operation, which can
meet the drilling needs of wvarious non-metal
open-pit mines. Drilling diameter range ¢ 90~ ¢

152mm, maximum drilling depth of 35m.

2700

XQZ152 Transport dimensions

Item XQZ152

Hole range & depth

Drilling diameter mm $90- ¢ 152

Max. hole depth m 35

Drilling pipes ¢ 102( $ 89/ ¢ 76) % 5000
Number of pipes Pcs  6+1

Impactor / 5" (4

Engine

Model / Cummins QSL8 9-C360
Rated power kW 264
Fuel tank capacity L 760

Air compressor

Model ! Atlas Copco two-stage screw type
Rated air flow m’/min 19.5

Mazx. air pressure bar 20

Air compressor oil volume L 70

Max. working pressure of mam pump ~ bar 250

Main pump flow Li/min 120 +120
Auxiliary pump flow L/min 70+40+40
Hydraulic o1l tank capacity L 400

Voltage v 24
Batteries / 2x%12V,_ 180 Ah
Filter area m? 28

Number of filter elements Pcs 28

Feed mode / motor + chain
Stroke mm 5550

Total length mm 9567

Max. pulling force kN 50

Mazx. feed force kN 40

Mazx. feed rate m/s 0.9

Max. Torque N-m 4100

Mazx. rotation speed Tpm 108
Undercarriage

Mazx. traveling speed km/h 3

Max. climbable gradient 2 25

Track shoe width mm 350

Overall track width mm 2520

Overall track length mm 3700

Cab

Noise linits dB <85

Safety certification / FOPS
Air-conditioning / Standard heating and cooling
Seat / Adjustable/Seat heating
Transport dimensions (L*¥*W¥H) mm 11200 x 2700 x 3560
Weight (with standard configuration) t 22

XQZ152 Working dimensions



XQZ Series Surface DTH Drilling Rigs

Xcm SOLID TO SUCCEED

XQZ178 down-the-hole drill is an integrated
high wind pressure down-the-hole drill developed
for large metal mines. It uses dedicated crawler site,
the pitch attitude is adjustable and has good
passability; Equipped with Atlas two-stage screw air
compressor, with strong air supply and high
reliability; Equipped with XCMG X-eco drilling
expert system, it has fast drilling speed, low fuel
consumption, and comfortable operation, which can
meet the drilling needs of various open-pit mines.
Drilling diameter range ¢ 138~ ¢ 178mm, maximum
drilling depth of 36m.

XQZ178 Transport dimensions

Item
Hole range & depth

XQZ178

Drilling diameter mm ¢ 138- $ 178
Maz. hole depth m 36

Drilling pipes / ¢ 114( ¢ 102) x 6000
Number of pipes Pcs T 1
Impactor / 6"(5")

Engine

Model / Cummins QSZ13-C475
Rated power kW 3 354
Fuel tank capacity L 760

Air compressor

Model ! Atlas Copco two-stage screw type
Rated air flow m?/min 24

Max. air pressure bar 25

Air compressor oil volume L 76
Hydraulic system

Max. working pressure of main pump bar 250

Main pump flow L/min 140 + 140
Auxiliary pump flow L/min 70+40+40
Hydraulic o1l tank capacity L 400
Voltage v 24
Batteries / 2% 12V_180Ah
Filter area m? 28
Number of filter elements Pes 28

Feed

Feed mode / motor + chain
Stroke mm 6600
Total length mm 10600
Max. pulling force kN 50

Max. feed force kN 40
Max. feed rate m/s 0.9
Max. Torque N-m 5800
Max. rotation speed Ipm 90

Undercarriace

Max. traveling speed km/h 3

Max. climbable gradient 2 25

Track shoe width mm 350

Overall track width mm 2520

Overall track length mm 3700

Noise limits dB <85

Safety certification / FOPS
Air-conditioning / Standard heating and cooling
Seat / Adjustable/Seat heating
Transport dimensions (L*W¥H) mm 11800 = 2700 x 3560
Weight (with standard configuration) t 245

XQZ178 Working dimensions



XQZ Series Surface DTH Drilling Rigs

Xcm SOLID TO SUCCEED

XQZ229 down-the-hole drill is an integrated
high wind pressure down-the-hole drill developed
for large metal mines. It uses dedicated crawler site,
the pitch attitude is adjustable and has good
passability; Equipped with Atlas two-stage screw air
compressor, with strong air supply and high
reliability; Equipped with XCMG X-eco drilling
expert system, it has fast drilling speed, low fuel
consumption, and comfortable operation, which can
meet the drilling needs of various open-pit mines.
Drilling diameter range ¢ 152~ ¢ 229mm, maximum
drilling depth of 30m.

2435

XQZ229 Transport dimensions

Hole range & depth

Drilling diameter $152- $229
Mazx. hole depth m 30

Drilling pipes ¢ 140( $ 127) x 6000
Number of pipes Pcs 4+1
Tmpactor / ES
Model / Volvo TAD1643VE
Rated power kW 450

Fuel tank capacity L 900

Air compressor

Model i Atlas Copco two-stage screw type
Rated air flow m’/min 33/30
Mazx. air pressure bar 25/30

Air compressor oil volume L 86
Hydraulic system

Max. workmng pressure of main pump bar 250

Main pump flow L/min 160 + 160
Auxiliary pump flow Li/min 70 +40+40
Hydraulic oil tank capacity L 400
Eleetrical system

Voltage v 24
Batteries / 2 %12V, 180 Ah
Filter area m? 32
Number of filter elements Pcs 32

Feed mode / motor + chain
Stroke mm 6600

Total length mm 10600
Mazx. pulling force kN 50

Mazx. feed force kN 40

Mazx. feed rate m/s 0.9

Rotary head
Max. Torque N-m 6600
Mazx. rotation speed

Mazx. traveling speed km/h 3

Mazx. climbable gradient e 25

Track shoe width mm 350

Overall track width mm 2720

Overall track length mm 4000

Noise limits dB <85

Safety certification / FOPS
Air-conditioning / Standard heating and cooling
Seat ! Adjustable/Seat heating
Transport dimensions (L¥W*H) mm 12150 = 2900 x 3600
Weight (with standard configuration) t 28

XQZ229 Working dimensions



XCZ Series Surface Top Hammer Drilling Rigs

Xcm SOLID TO SUCCEED

The XCZ115 top hammer drilling rig is an
integrated hydraulic top hammer drilling rig driven
by a diesel engine, used for drilling construction of
production holes in open-pit mines, such as coal
mines and quarries, as well as drilling pre cracking
holes and slope anchoring holes in large metal
mines. It can also be used for earthwork engineering
in infrastructure construction fields such as
mountain construction, water conservancy
construction, tunnel excavation, and slope treatment.
This top hammer drilling rig adopts a tracked
walking chassis, integrating a rock drill, air
compressor, cab, pole changing mechanism, and
dust collection system, with a drilling diameter of

¢ 76~ ¢ 115mm, maximum drilling depth of 28m.

3200

XCZ115 Transport dimensions

Ttem XCZ115
Hole range & depth
Drilling diameter mm $76- 115
Max. hole depth m 28"
Drnilling pipes (T45. T51)=x3660
Number of pipes Pcs 7+1

Engine

Model / Cummins QSB6.7-C240
Rated power kW 178

Fuel tank capacity L 400

Model / Ingersoll Rand ENDURO 25 G
Rated air flow n¥/min 9.6

Max air pressure bar 10.5
Hydraulic system

Max. working pressure of mam pump bar 240

Hydraulic o1l tank capacity L 360

Voltage v 24

Batteries / 2x12V, 180Ah
Filter area m? 12

Number of filter elements Pes 12

Feed mode / 01l cylinder+Steel wire rope
Stroke mm 4240

Total length mm 7240

Max. pulling force kN 20

Max. feed force kN 20

Max. feed rate m's 1

Brand model / Montabert HC150
Impact power kW 21
Undercarnage

Max. traveling speed km/h 35
Max.climbable gradient ! 25

Ground clearance mm 455

Cab

Moise limits dB <85

Safety certification / FOPS
Aur-conditioning / Standard heating and cooling
Seat / Adjustable/Seat heating
Transport dimensions (L*W*H) mm 11600%2500%3200
Weight (with standard configuration) t 15.5

7400

3028

XCZ115 Working dimensions



With the development of technology, the product will continue to improve
and the technical information in the brochure may differ from the actual
product.

The actual supply status of the product shall be subject to the sales contract
and the brochure shall be for reference only.

If you would like to get the latest information about related products, please
keep in touch with us.

XQZ152, China, Iron Ore

Copper ore

[

XQZ130, China, Gravel mines

XCMG FOUNDATION CONSTRUCTION MACHINERY BUSINESS DIVISION

ADDRESS: NO. 1 XUGONG AVENUE, QINGSHANQUAN TOWN, JIAWANG DISTRICT, XUZHOU
CITY, JIANGSU PROVINCE, CHINA

Sales Hotline: +86 0516-87893500

Service Hotline: +86 0516-87893500 Local Sales Hotline:

Postcode: 221100
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