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XMZ120SThEEsH XMZ120 Multi-function Drilling Rig
FiZ Applications TR R~T Working Status Dimension
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The XMZ120 multi-function drilling rig is a compact and powerful drilling rig. It is a 9
multi-function machine for anchor drilling for foundation pit stabilization and landslide
treatment, injection for protection of tunnel, tunnel pipe roof drilling, tunnel rescue hole
drilling, geo-thermal drilling, injection of diaphragm wall drilling and high pressure injection
etc. Drifter and ODEX system can be applied for drilling with full casing, as well as DTH,
cone-bit mud drilling and wireline core drilling without casing.
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1. Modular design, replaceable rotary
drive and auxiliary arm, multi—use of
one machine

Stroke/h 7155 17324000mm
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2. Intelligent electronic heat radiation
system, accurate temperature control,
energy conservation and environmental
protection

3. Many degrees of freedom human
console, stronger site adaptability

4. Hydraulic and electric two kinds of
working control, facilitating to transition
and transport

5. The rig can be transported complete
into the container,
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ElEAAS R (%#fig ) Jet Grouting Dimension (Optional )
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ElRSEEIR Jet Grouting Version

XMZ120 Multi-function Drilling Rig

FEZH Main Technical Data

#FFEE Rod diameter mm 73/ 89
BREAMEFREE Max. treatment depth with single pass mm 15400
BN Drill guide extension m 2+10

EHERE Overall weight kg 14500

F5 No. #Z#R Description BAT Unit Z¥{E Data
s RR AL QSB4.5-C160-30
1 &l Model Dongfeng CUMMINS QSB4.5-C160-30
Engine
¥ EINE | $#53% Rated power/speed kW 119/ ( 2200r/min )
Model / ErE5Euro Drill RH1200
Ak | o
(#5EE) s | Zhhk&AHIE Max. Torque N.m 14100
i low
Rotary drive operation | sh713k% % Rotate speed r/min 34
( Rotate ype
Standard ) Zdy | BB AHSE Max. Torque N.m 7050
fast
operation | B1/13k#3#E Rotate speed r/min 68
2 A2 Model / EuEsEuro Drill HD5012
ki | 35 k& AHME Max. Torque N.m 14100
REBNL | L
(#f2) operation | &1/13L%3% Rotate speed r/min 34
Rotarydrve [ o, > Max. Torque N.m 7050
( Vibration type 'Ta%:ﬁ AT AMAHE Max: Torqu '
Optional ) operation zh 113k #3# Rotate speed r/min 68
JHEEIh Vibration power Nm 650
R Vibration frequency min~1 2300
s | FERR | ammxréemsn o -
ydraulic ; 4
Max. pressure of Main pump
system
BB Feed type / SHET$54 Cylinder—Chain
#E#57772 Feed stroke mm 4000
HA%E -
4 Hoist & BA#R#HE S Maximum hoist pull kN 90
Feed B AN Maximum feed force kN 45
system
B ARHEEE Maximum hoist pull speed m/min 40
B AH#E#E E Maximum feed speed m/min 40
p iz BAIEHH Line pull { 1st layer ) kN 20
Winch B AR B Maximum rope speed m/min 40
BAfTERE Max. Travelling speed km/h 27
B A E Max. climbable gradient of the overall unit % 58
6 E#& BHR B E Track shoe width mm 400
Undercarriage |  pg#st % Overall width mm 2280
B 4 Overall length mm 3146
5 fEHELFE Average ground pressure kPa 68
s 535 @ Range of diameters mm ®60-0415
7 4k Clamps 24571 Maximum Clamping force kN 250
EIFNH4E Maximum releasing torgue kN = m 43
8 BHEE (#:EC ) Weight of overall unit (Standard) kg 14000




XMZ120SThEEsH XMZ120 Multi-function Drilling Rig

ET{EES Working Actions EIE K Construction picture
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